LED AREA LIGHT

GAMA-T Series

FEATURES & BENEFITS

@ Preserve the classic shoe box style while utilizing LED latest technology.

@ @
E467349

@ Ideal solution for parking lots, area lighting, car dealerships, and etc.

@ Minimum 100um Corrosion resistant polyester powder coating. Pass 1000h salt spray testing per ASTM B117/1S0 9227:2012.
@ Human centered modular design for easy installation, replacement and maintenance.

@® Unmatched thermal management and proven lumen maintenance ratio.

@ Improved illumination performance and excellent optics control.

@ 15+ light distributions are available for virtually any application.

@ Multiple smart lighting control options, e.g. motion sensor, photocell, DALI, 1-10V.

@ Standard 5 or 10 years limited warranty are optional.

DIMENSIONAL DRAWING

GAMA-T is highly suitable for carparks and shop fronts

where direct lighting is required. A simple yet functional

|

modular design allows for energy efficiency.
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TECHNICAL PARAMETERS

Power 30-320W IP Rating P65
Input 120-277VAC or 220-240VAC or 347-480 VAC SPD Optional
@ . D PF >0.95 Certificate UL/ CUL/DLC/LM79/CB/CE/ ENEC/ ErP/RoHS / 1K08
Black Grey  Bronze  White THD <20% (120-277VAC)/<10% (220-240VAC) DALI Optional
L85 >60,000H 0-10V Optional
Operating Temperature -40°C ~+50°C Photocell /
& . Typical Efficacy 100Im/W or 110Im/W or 120Im/W Smart Control /
FLAGO-T ' FLASO-T o FLaLz0.T ANSI CCT 3000K/4000K/5000K/5700K Optic (IESNA) Typel, Type I, Type I11, Type IV, Type V
FLA30T FLes0T FLe120.T FLB160-T
pael fero” oot fewee Min CRI 70* or 80 or 85 Color Options Black/Grey/Bronze/White
* Standard

APPLICATIONS

FLALBO-T FLAZIOT FLA280-T
FLB200-T FLB240-T FLB280-T FLB320-T
FLALSO.T FLc200-T FLc2a0-T FLC280-T FLC320T @ Parking, airport

@ Auto dealership

@ Municipal

@ Restaurants

@ Retails
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LED AREA LIGHT

GAMA-T Series

BRIEF SPECIFICATIONS ORDERING INFORMATION

25.68" x12.99" x2.76" | 26.38" x 16.73" x 6.3" : :
X X * DALl & Motion sensor unavailable
720 x 330 x 70(mm) | 730 x 425 x 160(mm)

FLB280-T | 268.3W 7 126 0.609sq.ft | 11.21Kg(24.711bs] 12.26Kg(27.031bs] 25506 28658 107
° el ) 8l ) [ 2835 x12.99" x2.76" | 28.74" x 16.73" x 6.3" " " ** InStock

780 x 330 x 70(mm) | 790 x 425 x 160(mm)

FLB320-T | 304.9W 8 144 0.654sq.ft| 11.78Kg(25.971bs) | 12.83Kg(28.291bs) 30717 x12.95" x2.76" | 31.10" x 16.73" x 6.3" 29096 Im 32692Im 107 @ Example 1: FLA30-T-T5S-50K-BK-00

FLB: 347-480VAC, 40W/module @ Example 2: FLB40-T-T5U-50K-BK-01
360 x 330 x 70| 370 x 425 x 160

FLC8O-T | 77.0W 2 36 | 0.398sq.ft| 6.31Kg(13.91lbs) | 7.06Kg(15.56lbs) X330 x 70(mm) X425 x 160(mm) 72621m 81601m 106 @ Example 3: FLC80-T-T5U-50K-BK-00

14.17" x12.99" x2.76" | 14.57" x 16.73" x 6.3"

. I bs) ( by | 120X 330 % 70(mm) | 430 x 425 x 160(mm)
FLC120-T | 115.4W 3 54 0.421sq.ft| 7.29Kg(16.071bs) | 8.17Kg(18.01lbs!
i 8 & 16.54" x12.99" x2.76" | 16.93" x 16.73" x 6.3" 109701m 123261m 107

480 x 330 x 70(mm) | 490 x 425 x 160(mm)
FLC160-T | 151.6W 4 72 0.459sq.ft| 7.95Kg(17.531bs) | 8.83Kg(19.47lbs) 14556 Im 16355 Im 108
18.90" x12.99" x2.76" | 19.29" x 16.73" x 6.3"

600 x 330 x 70(mm) | 610 x 425 x 160(mm)
FLC200-T | 1917w 5 90 | 0.526sa.ft| 9.67Kg(21.32Ibs) | 10.7Kg(23.591bs) 18117Im 20356 Im 106
23.62" x12.99" x2.76" | 24.02" x 16.73" x 6.3"
660 x 330 x 70| 670 x 425 x 160
FLC240-T | 229.0W 6 108 | 0.564sq.ft| 10.63Kg(23.441bs) | 11.66Kg(25.711bs) X 330 x 70(mm) X 425 x 160(mm) 217711m 244621m 107
25.68" x12.99" x2.76" | 26.38" x 16.73" x 6.3"
720 x 330 x 70 730 x 425 x 160
FLC280-T | 268.3W 7 126 | 0.609sq.ft| 11.21Kg(24.711bs) | 12.26Kg(27.031bs) X 330 x 70(mm) x 425 x 160(mm] 25506 Im 20356 Im 107
28.35" x12.99" x2.76" | 28.74" x 16.73" x 6.3"
780 x 330 x 70(mm) | 790 x 425 x 160(mm)

30.71" x12.99" x2.76" | 31.10" x 16.73" x 6.3"

FLC320-T | 304.9W 8 144 | 0.654sq.ft| 11.78Kg(25.97Ibs) | 12.83Kg(28.291bs)

29096 Im 24462Im 107

*CCT 4000K/5000K/5700K

Model | System |  LED LEDs EPA Net Weight Gross Weight Dimensions Carton Dimensions Luminous Flux Efficacy*
No. | Power | Modules (LxW x H) (LxWx H) 000K a000K/s000% | (Im/W) MODEL MOUNTING OPTIC ccT OPTIONAL LIGHTING ACCESSORY
(Norminal Power) LENS (ANSI1) COLOR CONTROL INFO
FLA: 120-277VAC or 220-240VAC, 30W/module
300 x 330 x 70(mm) | 310 x 425 x 160(mm) FLA30 FLB40 FLC80* T TiM 30K BK** 00 Bird Spike
FLA30-T | 31.4wW 1 18 | 0.353sq.ft| 5.72Kg(12.61ibs) | 6.22Kg(13.71Ibs) 30211 33941 108 ,
11.81" x12.99" x2.76" | 12.21" x 16.73" x 6.3" " m 30w 40w sow Type | Medium 005 Black Not required
360 x 330 x 70 370 x 425 x 160 FLAG0 FLB8O FLC120* (RAL:9011)
FLAGO-T | 60.4W 2 36 0.398sq.ft| 6.31Kg(13.91Ibs) | 7.06Kg(15.561bs) X X 70(mm) X x 160{mm) 6143 1m 6902 Im 114 on 0w v M 1175k 10KA/20KA Surge
14.17" x12.99" x2.76" | 14.57" x 16.73" x 63" Type Il Medium 04 Protection Device
420 x 330 x 70(mm) | 430 x 425 x 160(mm) FLA90 FLB120 FLC160* - GR DALI
FLBAO-T | 87.0W 3 54 | 0.421sq.ft| 7.29Kg(16.07Ibs) | 8.17Kg(18.01Ibs) T3m 40K
16.54" x12.99" x2.76" | 16.93" x 16.73" x 6.3" 88841m 9982Im 115 s0w 120W 160W _ Grey Back Light Shield
480 x 330 x 70(mm) | 490 x 425 x 160(mm) * Type 11l Medium 3985 (RAL:7004) 05
FLA120-T | 111.7W 4 72 | 0.459sq.ft| 7.95Kg(17.53Ibs) | 8.83Kg(19.471bs) 11906 Im 13377Im 120 FLA120 FLB160 FLC200 3L 1-10V dimming
18.90" x12.99" x2.76" | 19.29" x 16.73" x 6.3" 120w 160w 200w 275K Safety Cable
Type Il Long BZ
540 x 330 x 70(mm) | 550 x 425 x 160(mm «
FLAL50-T | 140.8W 5 90 | 0.526sq.ft| 8.65Kg(19.07Ibs) | 9.75Kg(21.491bs) - 70(mm)_ (mm) 14838 Im 166721m 118 FLA150 FLB200 FLc240 50K** Bronze
21.26" x12.99" x2.76" | 21.65" x 16.73" x 6.3 150w 200w 240w Tas (RAL:8014)
660 x 330 x 70(mm) | 670 x 425 x 160(mm) 5028 :
FLA180-T | 171.9W 6 108 | 0.564sq.ft| 10.63Kg(23.441bs) | 11.66Kg(25.711bs) - - . 17949 1m 201681m 117 FLA180 FLB240 FLc280* Type IV short
25.68" x12.99" x2.76" | 26.38" x 16.73" x 6.3" 180w 240w 280W T5U +283K WH
720 x 330 x 70(mm) | 730 x 425 x 160(mm) . h
FLA210-T | 201.4W 7 126 | 0.609sq.ft| 11.21Kg(24.711bs) | 12.26Kg(27.031bs) 5 . " 20875 Im 23455 Im 116 FLA210 FLB280 FLC320* Average beam angle 10 White
28.35" x12.99" x2.76" | 28.74" x 16.73" x 6.3" 210W 280W 320W Tsv 57K (RAL:9010)
780 x 330 x 70(mm) | 790 x 425 x 160(mm)
FLA240-T | 227.7W 8 144 | 0.654sq.ft| 11.78Kg(25.97Ibs) | 12.83Kg(28.291bs) . - " 237211m 26653 Im 117 FLA240 FLB320 Average beam angle 25° 5665
30.71" x12.99" x2.76" | 31.10" x 16.73" x 6.3" 240w 320w
+355K
FLB: 120-277VAC or 220-240VAC, 40W/module TsW .
FLB4O-T | 40.3W 1 18 | 0353sqit| 5.72Kg(12.61lbs) | 6.22Kg(13.71lbs) | 220 X 70(MM) | 310 x 425 x 160(mm) 36911 41471 103 Juersasbeam ansie o
T | 40. 353sq.ft | 5.72Kg(12.611bs) | 6.22Kg(13.71Ibs - 2 - m m
14.17" x12.99" x2.76" | 14.57" x 16.73" x 6.3 T58
360 x 330 x 70(mm) | 370 x 425 x 160(mm) Average beam angle 60"
FLBSO-T | 77.0W 2 36 | 0.398sa.ft| 6.31Kg(13.91lbs) | 7.06Kg(15.561bs) . . - 72621m 81601m 106
14.17" x12.99" x2.76" | 14.57" x 16.73" x 6.3 Tsm
FLB120-T | 115.4W 3 sa | 0.421s0.t| 7.29Kg(16.071bs) | B.A7Kg(18.01lbs) | o x 220 X 7O | 430 x 425 x 160(mm) 109701 123261 107 Average beam angle 90°
- . .421sq.ft| 7. .071bs) | 8. 011bs
i € € 16.54" x12.99" x2.76" | 16.93" x 16.73" x 6.3" m m
T5L
480 x 330 x 70(mm) | 490 x 425 x 160(mm .
FLB160-T | 151.6W 4 72 0.459sq.ft| 7.95Kg(17.53Ibs) | 8.83Kg(19.47Ibs) (mm) (mm) 14556 Im 16355 Im 108 Average beam angle 120
18.90" x12.99" x2.76" | 19.29" x 16.73" x 6.3"
o.526satt| 9.67Ke(2.321b 10 23,501 600 x 330 x 70(mm) | 610 x 425 x 160(mm) 181171 203561 106 'é'SffD
- m m
FLB200-T | 191.7W 5 90 526sa.ft| 9.67Kg(21.321bs) | 10.7Kg(23.591bs) [ oo ot S iffuser
660 x 330 x 70(mm) | 670 x 425 x 160(mm)
FLB240-T | 229.0W 6 108 0.564sq.ft | 10.63Kg(23.441bs) | 11.66Kg(25.71Ibs) 217711m 244621m 107




