
INSTALL EASY CONNECT MOUNTING BRACKET:

QUESTIONS OR CONCERNS CONTACT CANARM AT:
1-800-265-1833(English)•1-800-567-2513(French)

MondaythroughFriday8:00AMto5:00PME.S.T.

SAFETY PRECAUTIONS:
1. TURN OFF ELECTRICAL POWER BEFORE STARTING INSTALLATION OF
LIGHT FIXTURE. 
2. THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH THE APPLICABLE 
INSTALLATION CODE BY A PERSON FAMILIAR WITH THE CONSTRUCTION AND 
OPERATION OF THE PRODUCT AND THE HAZARDS INVOLVED.
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STEP 1

Connect(push)electrical
wiresfromfixtureinto
correctinserts.
Black(live),White(neutral),
Green(ground)
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STEP 3  
CONNECT LIGHT FIXTURE 
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INSTRUCTIONSPERTAININGTORISKOFFIREORINJURYTOPERSONS

READALLINSTRUCTIONS
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STEP 4
Tuckelectricalwiresintooutletboxand
positionfixtureoverstudsornippleon
mountingbracketassembly.
Securefixtureinplacewithstarwasher(s)
andcapnut(s).
Note:Ifrequired,assemblebodyandspread
thearmsofthefixtureoutevenly.
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ImportedBy:CANARMLTD.,2157ParkedaleAve.,Brockville,Ontario,K6V5V6,Tel:(613)342-5424,Fax:(800)263-4598
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Connect(push)electrical
wiresfromelectricbox
(housewiring)intocorrect
inserts.Black(Live),
White(Neutral),
Green(Ground)

Formultipleblack(live)&
white(neutral)wiresjoined
intheelectricalbox
(housewiring),attachasingle
“black”and“white”JumperWire
beforeconnecting.Strip7mm
froma6”JumperWires(AWG12-24)
supplied.Thenconnect(push)wires
intocorrectinserts.

STEP 2 - Option 1 JumperWire

Jumper
Wire

Option 2 - MULTIPLE ELECTRICAL BOX WIRESCONNECT HOUSE WIRES 
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Electrical
Box

Black(Live)

White
(Neutral)

Green(Ground)

Attacheasyconnect
mountingbracket
toelectricalboxwith
electricalboxscrews
(notincluded).

EasyConnect
mounting
bracket
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STYLE #1 STYLE #2

STYLE#2STYLE#1

Bulb

Spinner
Nut

Shade

Adjustment
Knob

Removespinnernutfromsocket.
Positionshadeonlampandsecurewithspinnernut.
Installspecifiedbulbtypeandwattage(notincluded).
Adjustthearmofthelampasdesiredusingthe
adjustmentknob.

NOTE:  Product May Not Look Exactly As Shown In Figures.

STEP 5- Optional for some models (Note: Refer to the style of assembly that matches the style of your fixture.)
  


