INSTRUCTIONS PERTAINING TO RISK OF FIRE OR INJURY TO PERSONS TOOLS AND MATERIALS REQUIRED:

READ ALL INSTRUCTIONS - c

Wiring supplies

LUMI N{A IRE IMPORTANT SAFETY (ePths) as required by

Wire Cutters the Canadian

Galarneau INSTRUCTIONS dscrlCote
SAVE THESE INSTRUCTIONS | C=) () \ et

Pliers Wrench

SAFETY PRECAUTIONS

For safety, read and understand instructions completely before starting installation.
Electricity should be turned off at the fuse or the circuit breaker box before installing the
fixture. All electrical connections must be in accordance with N. E. C. or your local code.

ASSEMBLY INSTRUCTIONS

1. Preparing for installation

Disconnect electrical power before installing or servicing any part of this fixture.

2. This product SHALL be surface mounted with junction box or non-combustible surface
above 4 feet (1.2 meter) high. User should prepare necessary accessories and spare parts
(not provided) including junction box and screws.

CONSULT A QUALIFIED ELECTRICIAN BEFORE INSTALLING

Aften installation

JUNCTION BOX

Hold Mounting Bracket up to junction box
with flange facing down. Align breach
side of the Mounting Bracket parallel

to nearest wall. Screws mounting bracket
to j-box.

BREACH

MOUNTING BRACKET

WALL
INSTALL SCREW

BREACH

Before working wire connections,attach
— to hook side of safety cable on Mounting
Bracket.

MOUNTING TAB

With the power turned off,
Connect the green groundwire from
the fixture to the bare copper
groundwire from the junction box
using a wirenut(If house wiring
does not include a ground wire,
consult it your local electrical

code for approved grounding methods)
BLACK FIXTURE WIRE Use Wirenuts to connect black
WHITE FIXTURE WIRE fixture wire to the black power

GREEN GROUND WIRE supply wire and white fixture wire to
the white power supply wire.

BLACK POWER
Supply wire
WHITE POWER
Supply wire
GROUND WIRE

TAB ALLIGNED

.T/W‘T”‘NDE”T Attach provided to indents (opening) of

: the Mounting Bracket and align mounting
tabs on back of the fixture with indents

in the Mounting Bracket.

Using sticker on the fixture(reference
point for mounting tab )and on the
ceiling as reference point, lift fixture
up to the ceiling and rotate clockwise
until fixture is secured (45-degree
turn until it locks).

CAUTION: RISK OF ELECTRIC SHOCK
DISCONNECT POWER BEFORE CONNECTING THE FIXTURE. u
FAIL TO DO SO MAY PERMENANTLY DAMAGE THE LEDS.

C uUs
WARNING: i
DO NOT REMOVE OR ATTEMP TO REMOVE LEDS. Intertek
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