TAPER
PD15816

PROJECT

PENDANTS
' DESCRIPTION
Slightly offset from the suspension cable the die-cast aluminum body
repeats linear verticality with an elongated stem that flows into the
conical shade. Concealing functionality in an elegant form the X lamp
head integrates an LED spot assembly simultaneously serving as heatsink.
The exaggerated tubular length provides aesthetic detail while acting as
hang straight. Available in several curated finishes.
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PD15816-CH PD15816-BK PD15816-WH
Chrome Black White
SPECIFICATION DETAILS
* For custom options, consult factory for details. BK F;raliz
e ———| %
Fixture Dimensions D1-1/4" x H15-3/4" g
Light Source LED -
Wattage W
Total Lumens 510Im
Delivered Lumens BK-417Im; CH-434Im; WH-440Im;
Voltage 120V
Color Temperature 3000K
CRI (Ra) >90 P B
—

Optional Color Temps

LED Rated Life
Dimming
Diffuser Details
Adjustable
Wire Length
Wire Type
Location
Warranty

Canopy Dimensions

KUZCQ

19054 28TH AVENUE
SURREY - BC V3Z 6M3
CANADA

2700K - 5000K Available, Minimum Order Quantities

Apply
50,000 hours

100% - 10%, TRIAC or ELV Dimmer (Not Included)

Acrylic TIR Lens

Yes

120" Max

Color Matching Coaxial Wire
Dry

5 Years

D4-3/8" x H1/4"
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