
Fixture Type:

Catalog Number:

Project:

Location:

SHALLOW CHANNEL FOR GEMINI TAPE
LED-T-CH4

FINISHES

Aluminum

SPECIFICATIONS

Mounting: Can be mounted on ceiling or wall in all orientations

Finish: Aluminum

Operating Temp: -4°F to 104°F (-20°C to 40°C)

Standards: UL & cUL

Model

LED-T-CH4

FEATURES

• Works for WAC Limited GEMINI TAPE LIGHT

• Includes a diffuse, two end caps, and five screws, 

four mounting clips

• In-field cuttable

• Snap-on diffuser

• 5 Year warranty

ACCESSORIES

Adjustable Mounting Clips

Mounting Clips

LED-T-CL2-PT

Aluminum

LED-T-CL3-PT

Aluminum

Adjuses 50o from center either way. 

Used to mount any aluminum channel.

Includes 2 pieces, 4 screws

Used to mount any aluminium channles. 

Includes 2 pieces, 4 screws.

WAC Lighting retains the right to modify the design of our products at any time as part of the company's continuous improvement program.   DEC 2023

waclighting.com

Phone (800) 526.2588

Fax       (800) 526.2585

Headquarters, East Manufacturing Facility

44 Harbor Park Drive  

Port Washington, NY 11050

South East Manufacturing Facility

1600 Distribution Ct 

Lithia Springs, GA 30122

Central Manufacturing Facility

1700 South J Elmer Freeway, Ste 100 

Cedar Hill, TX 75104

West Manufacturing Facility

1750 S Archibald Ave 

Ontario, CA 91761
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